BRICK AND MORTAR ADJUSTMENT OR A
MAXIMUM OF 3 RINGS WITH MORTAR
TO A 24" MAXIMUM ADJUSTMENT

124 124

CLASS S1 CONCRETE: HIGH EARLY STRENGTH
(INCLUDED IN THE COST OF ADJUSTMENT)

PCC PAVEMENT

PROPOSED BREAK
IN PAVEMENT

SUB-BASE GRANULAR MATERIAL

PROPOSED SAND FILL

TOP OF EXISTING MASONRY

EXISTING RDRAINAGE
0
UTILITY STRUCTURE

NOTE:

IF THE ADJUSTMENT EXCEEDS A 24" HEIGHT THE
CONE MUST BE REMOVED AND THE BARREL SECTION
HAS TO BE ADJUSTED. THIS WORK SHALL BE PAID
FOR UNDER ADDITIONAL MASONRY ITEM.

DETAIL OF TYPE I FRAME ADJUSTMENT

P ENGINEERS

Py
CONSOER TOWNSEND ENVIRODYNE ENGINEERS, INC.
303 EAST WACKER DRIVE, SUITE 600
CHICAGD [LLINOIS 6080I-5212, PHONE: (312) 938-0300

1.

PoAdel SECTION COUNTY

TOTAL |SHEET
NO.

RTE. SHEETS
90/94] 2004-070RS COO0K &0 42
STA. TO STA.

| FED. ROAD DIST. No. 1 [ILLINOIS | FED. AID PROJECT

BRICK & MORTAR

VARIES

A
DIAMETER

\EXISTING OR PROPOSED

1'-6" STORM SEWER
MIN.

NOTES:

THIS WORK CONSISTS OF FURNISHING AND PLACING BRICKS
AND MORTAR AS SHOWN AND AS DIRECTED BY THE ENGINEER
AT LOCATIONS SHOWN IN THE PLANS TC PLUG STORM SEWERS.

THIS WORK SHALL BE CONSIDERED AS INCLUDED IN THE CONTRACT
UNIT PRICE BID FOR THE STORM SEWER ITEMS.

STORM SEWER PLUG DETAIL

62809

DRAINAGE DETAILS
STORM SEWER PLUG

N;*SE”SIONS ST ILLINOIS DEPARTMENT OF TRANSPORTATION
F.A.1. 90/94 (DAN RYAN EXPRESSWAY)

53rd ST TO 5lst ST (WENTWORTH AVENUE)

TYPE 1 FRAME ADJUSTMENT
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